ORBIWELD TP Weights & Dimensions

(All dimensions in mm)

Description TP 250 TP 400 TP 600 | TP 1000

A | Without wire 86 108 146 216

B | With wire KD 3- 62 X 155 176 216

C | With wire KD 3-100 X X 196 237

D 85 120 120 160

E | Tungsten 74 90 97 146

F 125 200 202 270
Weight (kg)
excluding cable and wire feeder 2,1 5,4 8,0 16,9

X = Not available

Specifications subject to change without notice
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Orbital Welding Equipment

SCHWEISSTECHNIK

ORBIWELD TP, the new Generation of
Open-Arc Weld heads with unique Features.

With or without Cold-Wire-Feeding.

TP 600 with KD 3-100
Wire Feeder

TP 250 with remote Wire Feeder KD 4

The new series of ORBIWELD TP Open Arc Weld Heads is available in 4 Sizes:
Model TP 250 for Tube/Pipe O.D. 20*- 77 mm

Model TP 400 for Tube/Pipe O.D. 30 -115 mm
Model TP 600 for Tube/Pipe O.D. 70 -170 mm
Model TP 1000 for Tube/Pipe O.D. 120 - 275 mm

*Diameters as small as 10mm can be accommodated with diameter specific collets.




